
MADPL-12030-40W-PIC

SMD4014

 Dimension:MODEL
NUMBER WATTAGE

LED Q’ty 

40W

BEAM 
LED CHIPS RATING

110°   NO IP40   4

MADPL-12060-60W-PIC

DIMMABLE PCS / SETWARRANTY
ANGLE

3 years

SMD401440W 110°   NO IP40   43 years

MADPL-6060-40W-PIC 
MADPL-12030-40W-PIC

SMD401460W 110°   NO IP40   23 yearsMADPL-12060-60W-PIC

LOW GLARE 
UGR<19

IP

WEIGHT

NET

  2.34KG

  2.56KG

  3.91KG

 office to produce a beau�ful simula�on of the outdoors.

UGR<19 Low Glare

IP40 Rated for indoors use with 3 year warranty.

Flex-In-Plug.

LED Chips SMD 4014, Power factor 0.95. 

Recessed & Surface Mounted Frames, easy to install. 

Basic office illumina�on, home, Shops, etc.  

Bring in the soothing feel of nature to your home or 

144

144

308

Voltage   
(V)  (pcs) 

220~240V

220~240V

220~240V

You can choose one of the following pictures showing on the panel.   

L ED PICTURE 
PANEL RANGE 

MADPL-12030-40W-PICMADPL-6060-40W-PIC MADPL-12060-60W-PIC

Product Dimension: (mm)
Unit: MM

MADPL-6060-40W-PIC

PIC1 PIC4PIC3PIC2

Just add the picture number at the end of the code for your order.   
You can also give us your own picture as custom order.  

MADLOC LIGHTING
P: 0249668699  

E: admin@nickwebbagencies.com.au
www.madloc.com.au
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