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 Lumen 
lm 

  100w 
Module 

Dimensions 
L x W x H (cm) 

Weight 
kg 

600w 72,000 6 71.2 x 53 x 10 21.8 

800w 96,000 8 71.2 x 68.5 x 10      28.5 

1000w 120,000 10 71.2 x 84 x 10      36.8 

lighting LED Colour Temp:     

 

Beam Angle:     

Project:      

Comments:     

Quantity:     

Job Information 

  High Powered LED Floodlights 
                    600w, 800w & 1000w 
 
  

Celebrating over 10 years as a Quality Lighting Supplier 
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Description 

Features 

Madloc Lighting – 5/21 Babilla Close, Beresfield. 2322  NSW     Ph: 0249 668 699  Fx: 0249 660 802 

www.madloc.com.au 

Dimensions 

MADLOC LIGHTING brings you an Outdoor,  
Ultra-Slimline, Solidly Built LED Floodlight. 
Constructed of Aluminium Alloy, it will ensure years  
of service. 
Suitable for ALL outdoor lighting applications 
including Flood lighting, Sport Grounds & Stadiums, 
Security & Industrial. 

!

 PART NUMBERS 
 

• 600w – MADHPF600F 
• 800w – MADHPF800F 
• 1000w – MADHPF1000F 

 
  LED 
 
•  >50,000hr rated life 
•  Philips Lumileds 3030 LED’s 
 
OPTICS 
 

• 30° & 60° Symmetric 
• 85° x 135° Asymmetric 

 
MOUNTING & SPECS 
 

• Trunion bracket attached 
• Designed for Hard Wiring only 
• IP66 Rated 

 
WARRANTY 
 

• Comes with a 5 year Warranty 
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WARRANTY 
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